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Sty
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Model

SCC-B5301P

SCC-B5303P

SCC-B5305P

Dome

CCD

Resolution (H)

Min. Scene lllumination
Lens

Feature
Power Requirement

1/3" SONY Super-HAD

480 TV lines

0.5lux

3.8mm

DSP, Built-in ground fault isolation
transformer

AC24V+10% or DC12V+10%

1/3" SONY Super-HAD

480 TV lines

0.5lux

2.9mm

DSP, Built-in ground fault isolation
transformer

AC24V£10% or DC12V+10%

1/3" SONY Super-HAD
480 TV lines

0.5lux

8.0mm

DSP, Built-in ground fault isolation
transformer

Resolution (H)

Min. Scene lllumination
Lens

520 TV lines

0.3lux
3.0mm

DSP,Built-in ground fault isolation

540 TV lines

C:0.0009, B/W:0.00009lux (Sense up
x128)
2.5-6mm (5354: 2.9-10mm)

Day/Night(Electric), DNR, IP66,3-axis,

Price RM 897.00 RM 940.00 RM 733.00
Model SCC-B5203P SCC-5352 / 5354P SCC-5353P / 5355P SCC-B5311P/B5313P/B5315P
Dome

[CCD 1/3" SONY Super-HAD 1/3" SONY Super-HAD 1/3" SONY Super-HAD 1/3" SONY Super-HAD

540 TV lines

C:0.0009, B/W:0.00009lux (Sense up
x128)
2.5-6mm (5355: 2.9-10mm)

Day/Night(Moving Filter), DNR,

540TV lines

0.002lux (Sense Up x128)
3.8mm/3.0mm/ 8.0mm

Resolution (H)
Min. Scene lllumination

Lens

Features
Power Requirement

Price

Model

480 TV lines
0.008lux (Sense Up x128)

3.6-43.2mm (x12 Zoom)

Anti-Vandal ,IP66,Motion detection
AC24V+10% or DC12V+10%

RM 1,486.00

SCC-B9374P

540 TV lines
C:0.0009,B/W:0.00009Iux (Sense up
x128)

2.5-6mm: x2 Zoom (5394: 2.9-10mm)

Anti Vandal, Day/Night
(Electric),|P66.DNR,3-axis,H/V
mirroring

AC24V+10% or DC12V+10%

RM 1,658.00

Features transformer H/ mirroring IP66,3-axis, H/V mirroring Day/Night, DNR, H/V mirroring,3-axis
Power Requirement DC12V+10% AC24V+10% or DC12V+10% AC24V£10% or DC12V+10% AC24V+10% or DG12V+10%
Price RM 716.00 RM 1,487.00 RM 1,560 RM 767.00
Model SCC-931TP SCC-5392P / 5394P SCC-5393P / 5395P SCC-C9302(F)P
e — F = =
| — — — -
Dome E :
[CCD 1/4" SONY Super-HAD 1/3" SONY Super-HAD 1/3" SONY Super-HAD 1/4" SONY Ex-View CCD

540 TV lines
C:0.0009,B/W:0.00009lux (Sense up
x128)

2.5-6mm: x2 Zoom (5395: 2.9-10mm)
Anti Vandal, Day/Night (Moving
Filter),IP66,DNR,3-axis,H/V mirroring

AC24V£10% or DC12V+10%

RM 1,929.00

480 TV lines
C:0.0021ux,B/W:0.0002lux (Sense up
x128)

3.6-43.2mm (x12 Zoom)

Anti Vandal, Day/Night, WDR,IP66,3-
axis,Motion detection with alarm
input/output,Privacy protection zone(up
to 8 zone)

AC24V+10% or DG12V+10%

RM 2,829.00

IR Dome

[CCD

Resolution (H)

Min. Scene lllumination
Lens

Features
Power Requirement

Price

1/4" SONY Super-HAD

C:540 / BW: 570 TV lines

0 Lux with IR LED (18 pcs), 20m
3.8-9.5mm
Anti-Vandal,Day/Night,IP66,3-axis
Gimbals Bracket

DC12V+10%

RM 1,929.00
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Model SCC-100BP SCC-101BP SCC-B1391P SCC-B2303P
-
— — R ars
CCD
(CCD 1/3" SONY Super-HAD 1/3" SONY Super-HAD 1/3" SONY Super-HAD 1/3" Super-HAD
Resolution (H) 330 TV lines 520 TV lines 540 TV Lines C:500TVL,B/W: 530TVL
C:0.002,B/W:0.0004lux (Sense up
Min. Scene lllumination 0.15lux 0.3lux 0.3lux x128)
Day/Night,DSP,Motion detection,PIP
DSP, Built-in ground fault isolation DSP., Built-in ground fault isolation DSP, Built-in ground fault isolation on digital zoom,Digital zoom function
Features transformer, DC/Video transformer,DC/Video transtormer, DC/Video (x2,x10)
Power Requirement AC24V+10% or DC12V£10% AC24V£10% or DC12V+10% AC24V£10% or DC12V+10% AC24V£10% or DC12V£10%
Price RM 767.00 RM 832.00 RM 1,165.00 RM 1,498.00
Model SCC-B2305P SCC-B2307P SCC-B2391P SLV-3080D
. - e = —
—
ons — [
CCD
CCD 1/3" Super-HAD 1/3" Ex-View Super-HAD 1/3" Super-HAD 3-8.0mm Auto Iris
Resolution (H) C:500TVL,B/W: 530TVL C:500TVL,B/W: 530TVL C:540 TVL,B/W: 570TVL Vari Focal
G:0.002,B/W:0.0004lux (Sense up C:0.001/ B/W:0.0002lux (Sense up
Min. Scene lllumination x160) x128) C: 0.3lux ,B/W: 0.06lux
Lens
Day/Night, WDR,DSP,Motion
detection,Privacy p ion zone(up to  Day/Night,DSP Motion detection,PIP  Day/Night,DSP,Motion
Feature 8 zone) on digital zoom,DC/Video detection,DC/Video
Power Requirement AC24V+10% or DC12V+10% AC24V+10% or DC12V+10% AC24V+10% or DC12V+10% AC24V+10% or DG12V+10%
Price RM 1,571.00 RM 1,557.00 RM 1,457.00 RM 350.00
Model SCC-A2313P SCC-B2311P SCC-B2313P SCC-B2315P
CcCcD
CCD 1/2" Ex-View 1/3" Super-HAD 1/3" Super-HAD PS 1/3" Super-HAD PS
Resolution (H) C:540 / BW:570 TV lines 540 TV Lines C:540, BW:570 TV Lines C:540, BW:570 TV Lines
C:0.0001,B/W:0.00001 lux (Sense up C:0.0005, BW:0.00005 Lux (Sense Up C:0.0005, BW:0.00005 Lux (Sense Up
Min. Scene lllumination x128) 0.0009lux (Sense Up x128) x 256) x 256)
Lens
Day/Night(Moving
Day/Night(Moving Filter),DNR,Privacy Filter) WDR,DNR,Privacy protection
Day/Night(Moving Filter) DNR,Motion Day/Night(Electric), DSP,DNR,Digital protection zone(up to 24 zone),Motion  zone(up to 24 zone),Motion
Features detection,2xD-zoom,RS485 power synchronization detection,2xD-zoom,RS485 detection,2xD-zoom,RS485
Power Requirement AC24V+10% or DG12V+10% AG24V+10% or DC12V+10% AC24V+10% or DC12V+10% AC24V+10% or DG12V+10%
Price RM 3,786.00 RM 817.00 RM 1,757.00 RM 1,929.00
Model SCC-B9270P SCC-B9372P SCC-B9373P
ak
CccD
CCD 1/3" Super-HAD 1/3" Super-HAD 1/3" Super-HAD
Resolution (H) C:350TVL,B/W: 350TVL C:540TVL,B/W: 570TVL C:540TVL,B/W: 570TVL
Min. Scene lllumination 0 Lux with IR LED (48 pcs), 40m 0 Lux with IR LED (42 pcs), 45m 0 Lux with IR LED (36 pcs), 70m
Lens 4.3mm fixed iris lens F2.0 3.8-9.5mm 6.0 - 50mm, F1.6
Day/Night,IP66,No focus shift in night ~Day/Night,IP66,No focus shift in night Day/Night,IP66.No focus shift in night
time (LED on),BLC,c/w embedded time (LED on),BLC,c/w embedded time (LED on),BLC,c/w embedded
Features bracket,sunshield bracket,sunshield bracket,sunshield
Power Requirement DC12V+10% DC12V+10% DC12V+10%
Price RM 832.00 RM 2,071.00 RM 3,357.00

—

Adaptor are not included for all samsung cameras. Lens is not included for fix type camera.
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Model

SCC-C4301P

SCC-4303AP

SCC-C4307P

Zoom Camera

e

(CCD
Resolution (H)
Min. Scene lllumination

Lens

Features
Power Requirement

Price

Model

1/4" SONY Super-HAD

480 TV lines

C:0.01lux, B/W:0.003lux (Sense up
x128)

3.6-79.2mm (x22 Zoom)

DSP,Motion detection

AG24V£10% or DG12V+10%

RM 1,786.00

SNC-L200W

1/4" SONY Super-HAD

480 TV lines

C:0.01lux, B/W:0.003Iux (Sense up
x128)

3.6-79.2mm (x22 Zoom)

Day/Night,DSP,Motion detection

AG24V£10% or DG12V410%

RM 1,971.00

SCC-C6435P

1/4" SONY Ex-View GCD

480 TV lines
C:0.002lux,B/W:0.0002lux (Sense up
x128)

3.55-113mm (x32 Zoom)
Day/Night,WDR,Motion
detection,Privacy protection zone(up to
8 zone),DIS function

AC24V£10%
RM 2,714.00

SCC-C6403P

SCC-C6407P

Wireless (Wi-Fi)
Network Camera

v & & &

SmartDome

[CCD
Resolution (H)

Min. Scene lllumination
Lens

1/4" CMOS
320K Pixel CMOS

Tlux
Fixed 1m to infinity

MJPEG,Pan/Tilt,8 presets,Flash
LED,PIR Sensor 3m,Fixed IP/Cable
modem/ADSL/DHCP/IP Router,10
simultaneous connection,Pre-alarm
image,video recording to PC, Wireless
IEEE802.11b from 100 to *150 ft at

1/4" SONY Ex-View CCD
C:540 / BW: 570 TV lines

C:0.001lux (Sense up x256) /
BW:0.0001 (Sense up x256)
3.55-113mm (x32 Zoom)

Day/Night, WDR,DIS,Up to 128 preset
points,360° horizontal, 180° vertical
turning,max speed of 400° per

1/4" SONY Ex-view CCD
480 TV lines

C:0.005,B/W:0.0005lux (Sense up
x128)

3.55-113mm (x32 Zoom)
Day/Night,DIS,Up to 128 preset
points,350° horizontal,90° vertical
turning,max speed of 400° per sec,4 ch

sec,Motion detection,8 ch Alarm input,3 Alarm input,3 ch Alarm output

ch Alarm output,Privacy protection
zone(up to 16 zone),Digital zoom 16x
(*With Housing)

1/4" SONY Ex-view CCD
480 TV lines

C:0.005,B/W:0.002lux (Sense up x160)
3.55-113mm (x32 Zoom)

Day/Night, WDR,DIS,Up to 128 preset
points,360° horizontal,180° vertical
turning,max speed of 400° per
sec,Motion detection,8 ch Alarminput,3
ch Alarm output,Privacy protection
zone(up to 12 zone)

RM 400.00

RM 300.00

RM 650.00

Features 11Mbps
Power Requirement DCB8.4V410%,500mA AC24V+10% AC24V+10% AC24V+10%
Price RM 1,857.00 RM 6,188.00 RM 4,500 RM 6,225.00
Model SSC-1000P SSC-2000P SSC-1000P SSC-2000P
SmartDome Controller
Support Smartdome Camera (SCC-
C6407,C6405,643A,641)
Support Camera, Receiver (MRX-
Support Built-In Zoom Lens Camera 1000),Standalone DVR(SHR
(SCC-C4207,04205,C4203A,C4201)  Series),PC Based DVR (SPR Series)
Receiver unit (MRX-1000) Control
RS-485 communication to 1.2km RS-485 communication to 1.2km
long,Control up to 128 Smartdome long,Control up to 256 Smartdome
Camera,Up to 8 units of mutiple system Camera,Up to 32 units of mutiple
controllers, 4 external device control system keyboard controllers.5.7" LCD
(AUX) graphical panel + touch screen
DCOV+10% DC12V+10%
RM 2,486.00 RM 3,786.00
Model SHG-120 SHG-220 SADT-100WM SADT-110CM
ke — A 9
SmartDome L . ! o
y
Description Indoor Housing Outdoor Housing Wall Mount Adaptor Corner Mount Adaptor
RM 600.00 RM 1,571.00 RM 442.00 RM 300.00
Model SADT-100CM SADT-100PM SBR-100DCM
T A
i
SmartDome
Accessory @
Description Ceiling Mount Adaptor Pole Mount Adaptor Ceiling Mount Bracket

Adaptor are not included for all samsung cameras. Lens is not included for fix camera type.
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Model

SHR-5040/5042P

SHR-5080/5082P

Specification and Pricing subject to change without notice

SHR-5160/5162P

Standalone DVR

=

Channel

Display /Recording
[Compression
(Video/Audio)

HDD - BASIC
Expansion
Resolution
Recording Speed
Multiplex Function
Network

Features
Power Requirement

4CH

100/ 100 ips

MPEG4 / ADPCM

250 GB

250GB x 2

CIF, Half D1, Full D1
Cif:100ips,Half D1:50ips,D1:25ips
Triplex

LAN,ADSL,DHCP Static IP
PTZ,System keyboard,USB2.0, CD-

RW,Water mark, Dual Codec,Remote

controller
AC240V+10%

8CH
200/ 100ips

MPEG4

250GB

250GB x 4 (5082P:250GB x 3)
CIF, Half D1

Cif:100ips,Half D1:50ips,D1:25ips
Triplex

LAN,ADSL DHCP,Static IP
Water mark,PTZ, USB2.0,System
keyboard,(5082P:DVDRW), Dual
Codec

AC240V+10%

16 CH
400/100 ips

MPEG4 / ADPCM

250GB

250GB x 4 (5162P:250GB x 3)
CIF. Half D1

Cif:100ips,Half D1:50ips

Triplex

LAN,ADSL,DHCP, Static IP
Water mark,PTZ,USB2.0,System
keyboard,(5162P:DVDRW), Dual
Codec

AC240V10%

Price RM 3,857.00 / RM 4,050.00 RM 6,786.00 / RM 7,560.00 RM 8,136.00 / RM 8,910.00
Model SHR-2040P / 2042P SHR-2080P / 2082P SHR-2160P / 2162P SHR-4081P
—=
1’ oY
Standalone DVR
(Channel 4CH 8 CH 16 CH 8CH
Display /Recording 100 /100 ips 200/100 ips 400/ 100 ips 200/ 200 ips
[Compression
(Video/Audio) MPEG4 / ADPCM MPEG4 / ADPCM MPEG4 / ADPCM MPEG4
HDD - BASIC 160GB 160GB 160GB 160GB
Expansion 250GB x 2 (2042P:250GB x 3) 250GB x 4 (2082P:250GBx3) 250GB x 4 (2162P:250GB x 3) 250GB X 4
Resolution CIF, Half D1, Full D1 (1ch Mode) CIF, Half D1 CIF. Half D1 CIF, Half D1, Full D1
Recording Speed Cif:100ips,Half D1:50ips,D1:25ips Cif:100ips,Half D1:50ips Cif:100ips,Half D1:50ips Cif:200ips,Half D1:100ips,D1:50ips
Multiplex Function Triplex Triplex Triplex Triplex
Network LAN,ADSL,DHCP, Static IP LAN,ADSL ,DHCP,Static IP LAN,ADSL,DHCP, Static IP LAN, ADSL,Cable Network

PTZ,USB2.0,System Keyboard

Water mark,PTZ,USB2.0,System

Water mark,PTZ, USB2.0,System PTZ,USB2.0,IEEE1394,System

Features (2042P:CDRW) Keyboard,(2082P:GDRW) keyboard,(2162P:CDRW) Keyboard
Power Requirement DC12V+10% (2024P:AC240V+10%) AC240V+10% AC240V10% AC240V+10%
Price RM 3,786.00 / RM 4,125.00 RM 6,125.00 / RM 6,625.00 RM 7,125.00 / RM 7,625.00 RM 9,500.00
Model SHR-7080P / 7082P SHR-7160P / 7162P SHR-8080P / 8082P SHR-8160P / 8162P
Standalone DVR
(Channel 8CH 16 CH 8CH 16 CH
Display /Recording 200/ 200 ips 400/400 ips 200 /200 ips 400/400 ips
(Compression
(Video/Audio) MPEG4 / ADPCM MPEG4 / ADPCM MPEG4 / ADPCM MPEG4 / ADPCM

HDD - BASIC
Expansion
Resolution
Recording Speed
Multiplex Function
Network

Features
Power Requirement

(500GBx 6) / Max (500x 5)

CIF, Half D1, Full D1
Cif:200ips,Half D1:100ips,D1:50ips
Triplex

LAN,ADSL,DHCP, Static IP

PTZ,USB2.0,HDMI Qutput, Support
POS (7082P :DVDRW)
AC 100~230V, 50/60Hz/60W

(500GBx 6) / Max (500x 5)

CIF, Half D1

Cif:400ips,Half D1:200ips,D1:100ips
Triplex

LAN,ADSL,DHCP,Static IP

PTZ,USB2.0,HDMI Output, Support
POS (7162P :DVDRW)
AC 100~230V, 50/60HZ/60W

(500GBx 6) / Max (500x 5) (500GBx 6) / Max (500x 5)

CIF, Half D1, Full D1 CIF, Half D1
Cif:200ips,Half D1:200ips,D1:200ips  Cif:400ips,Half D1:400ips,D1:400ips
Triplex Triplex

LAN,ADSL,DHCP, Static IP LAN,ADSL,DHCP, Static IP
PTZ,USB2.0,HDMI Output, Support
POS (8082P :DVDRW)

AC 100~230V, 50/60Hz/60W

PTZ,USB2.0,HDMI Qutput, Support
POS (8162P :DVDRW)
AC 100~230V, 50/60Hz/60W

Price RM 10,350.00 / RM 10,781.00 RM 12,075.00 / RM 12,506.00 RM 12,075.00 / RM 12,506.00 RM 14,662.00 / RM, 15,881.00
Model SPR-7116P SPR-7416P SPR-9716P | SPR-9816P
o
PC Based DVR
(Channel 16CH 16 CH 16CH 16 CH
Display /Recording 400/100 ips 400/ 400 ips 400/100 ips 400/ 400 ips
[Compression
(Video/Audio) Modified H.264 Modified H.264 MPEG 4 MPEG 4
HDD - BASIC 250GB 250GB 250GB 250GB
Expansion 250GB x 4 250GB x 4 250GB x 4 SATA 250GB x 4 SATA
Resolution 160x120,320x240,640x240,640x480 160x120,320x240,640x240,640x480 160x120,320x240,640x240,640x480 160x120,320x240,640%x240,640x480

Recording Speed
Multiplex Function
Network

Features
Power Requirement

Price

320x240: 100ips
Triplex
LAN,PSTN,ISDN

Watermark,Watchdog,PTZ,CDRW,Up

to 16 DVRs can be simultaneously
managed from client viewer
AC240V+10%

RM 17,000.00

820x240: 400ips
Triplex
LAN,PSTN,ISDN

Watermark,Watchdog,PTZ,CDRW,Up

to 16 DVRs can be simultaneously
managed from client viewer
AC240V+10%

RM 18,900.00

320x240: 100ips
Triplex
LAN,PSTN,ISDN

320x240: 400ips
Triplex
LAN,PSTN,ISDN

Watermark,Watchdog,PTZ,CDRW,Up  Watermark,Watchdog,PTZ,CDRW,Up
to 20DVRs can be simultaneously to 20DVRs can be simultaneously
managed from client viewer managed from client viewer
AC240V+10% AC240V+10%
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Model SNS-200P SNT-1010 SCQ-041P
“aa
WebBox Controller
Video Input/Output 1BNC Video In/Out 1BNC Video In/Out Video Input: 4 Ch
Connection 10/100 Based-T 10/100 Based-T Alarm Input: 4 Ch
Streaming Format Motion-JPEG Motion-JPEG and MPEG4 Alarm Qutput:
Transmission Rate 25ips 25ips TTL "Low" Level Active
PTZ Yes Yes Relay Out: 1
Protocol TCP/IP, DHCP, PPPOE, FTP TCP, DHCP, NTP, UDP, HTTP Reset Out: 1
Telnet, ARP, HTTP Remote Control:Yes
Features Alarm input/output Motion detection, Dual codec Connection: RS-232C: D-SUB 25Pin
Resolution (H): 240 TV Lines
Price RM 1, 417.00 RM 2,337.00 RM 2,500.00
Model SMT-1721P SMT-1921P SMT-3211 SMT-4011
Monitor
'ﬁcture Tube 17" diagonal image 19" diagonal image 32" Extreme High Quality Picture Diplay 40" Extreme High Quality Picture Diplay
Resolution 1280 X 1024 @ 60Hz 1280 X 1024 @ 60Hz Ultra High Brightness and Contrast Ultra High Brightness and Contrast
Features High Contrast Ratio High Contrast Ratio Picture in Picture(PIP) Picture in Picture(PIP)
High Brightness High Brightness Wide Angle Viewing Wide Angle Viewing
Wide Viewing Angle Wide Viewing Angle 8ms Response Time 8ms Response Time
VESA wall mount VESA wall mount Anti Image Burn/Pixel Cleansing Anti Image Burn/Pixel Cleansing
Tempered glass Tempered glass 24/7 Operation 24/7 Operation
5ms Respone Time 5ms Respone Time USB 2.0, S-Video, CVBS Video, BNC USB 2.0, S-Video, CVBS Video, BNC
Build In Speaker Build In Speaker VESA Wall Mount Standard VESA Wall Mount Standard
Price RM 3,729.00 RM 3,769.00 RM 9,188.00 RM 15,125.00
Model SMC-152FP SMC-210FP SMC-213FP SMC-214FP
[ Cm—
Monitor
[Picture Tube 75" Flat CRT 21" Flal ORT 21" Flat GRT 21" Flal GRT
Resolution 400 TV Lines 500 TV Lines 450 TVL 450 TVL
Features Video In:4BNC,1 Vp-p Video Input: 1 Vp-p, Loop 1 BNC IN and OUT 2 BNC IN and OUT
Output:1BNC,75 ohm Output:Automatic 750hm,2Ch Audio In:4RCA, 500mV Audio In:4RCA, 500mV
Audio In:4RCA, 500mV Audio Input: 2RCA, 500mV NTSC/ PAL NTSC/ PAL
Output: 1RCA Output: 2RCA, 1.5W Ultra Slim Monitor Ultra Slim Monitor
*Auto sequential switching function NTSC/ PAL 2D Comb Filter 2D Comb Filter
Build-1 digital comb filter
Price RM 1,543.00 RM 2,258.00 RM 2,257.00 RM 2,700.00




