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IModel image Description

SSC-CD13VP = 1/4" Super HAD CCD that delivers high sensitivity  Horizontal resolution of 480 TV lines * 2.6x optical zoom, vari- |825
focal lens = Automatic Back Light Control « Auto Tracking White balance « Auto select 24VAC or 12VDC inputs

SSC-CD45P + 1/3-type Super HAD Charge Coupled Device that delivers high sensitivitys High horizontal resolution of 540 TV 1190
linese 3.6x zoom, vari-focal lens# Easily wall- or ceiling-mounteds Sony patented Ball-Joint Lens Mount

mechanisme Automatic Back Light Control
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[SSC-CD49P l» 1/3-type Charge Coupled Device with DynaView Technology* High horizontal resolution of 480 TV linese 3.6x 1790
lzoom, vari-focal lense Easily wall- or ceiling-mounted, for installation flexibilitys Sony patented Ball-Joint Lens

Mount mechanisme Backlight compensation - DynaView

SSC-CD73VP

@
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JAuto Iris vari-focal lens 1/3"-type IT SuperHAD CCD 540 TVL 0.9 lux 1855

SSC-CD75P [+ 1/3-type Super HAD Charge Coupled Devices The high-quality Charge Coupled Device imager, 540 TV lines 1755
horizontal resolutions 3.6x zoom, vari-focal lense Sony patented Ball-Joint Lens Mount mechanisme Ruggedized

[designe Automatic Back Light Control

SSC-CD77P [+ 1/3-type Charge Coupled Device with SuperExwave technologye High horizontal resolution of 540 TV linese 3.6x  |1935
zoom, vari-focal lens* Sony patented Ball-Joint Lens Mount mechanisme Ruggedized designe Automatic Back Light

Control
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SSC-CD79P [+ DynaView - improves wide dynamic range by 128 timess High horizontal resolution of 480 TV lines* 3.6x zoom, 2110
vari-focal lense Sony patented Ball-Joint Lens Mount mechanisme Ruggedized designe Automatic Back Light

Control
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[SSC-DC372P l» 1/3-type Super HAD Charge Coupled Devicee PAL Signal Systeme Horizontal resolution - 480 TV linese High 675

sensitivity - 0.8 Ix (F1.2, 50IRE)» Charge Coupled Device IRIS functione Backlight compensation

[SSC-DC378P l+ 1/3-type Super HAD Charge Coupled Devicee PAL Signal Systeme Horizontal resolution - 480 TV linese High 650

sensitivity - 0.8 Ix (F1.2, 50IRE) Charge Coupled Device IRIS functions Backlight compensation
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SSC-DC593P l+ 1/3-type Charge Coupled Device with DynaView technologys PAL Signal Systeme Horizontal resolution - 480 TV |1620
linese High sensitivity - Color: 0.8 Ix (S0IRE, F1.4, Turbo AGC ON)e Charge Coupled Device IRIS functione Backlight
compensation

W

[SSC-DC598P + 1/3-type Charge Coupled Device with DynaView technology# PAL Signal Systeme Horizontal resolution - 480 TV 1620
linese High sensitivity - Color: 0.8 Ix (S0IRE, F1.4, Turbo AGC ON)e Charge Coupled Device IRIS functione Backlight

jcompensation
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ISSCE453P + 1/3 type Interline Transfer Charge Coupled Device with SuperExwaves PAL Signal systems Horizontal resolution  |815
540 TV linese High sensitivity - 0.55 Ix at F1.2 (50 IRE, AGC ON, Turbo mode)* Charge Coupled Device IRIS functions

Backlight compensation

[SSCE458P l» 1/3 type Interline Transfer Charge Coupled Device with SuperExwaves PAL Signal systeme Horizontal resolution  |815
540 TV linese High sensitivity - 0.55 Ix at F1.2 (50 IRE, AGC ON, Turbo mode)e* Charge Coupled Device IRIS functione

Backlight compensation

ISSCE413P [+ 1/3-type Super HAD Charge Coupled Device Ils PAL Signal systems Horizontal resolution 540 TV liness High 785

sensitivity - 0.3 Ix at F1.2 (50 IRE, AGC ON)e Charge Coupled Device IRIS functions Backlight compensation

ISSCE418P e 1/3-type Super HAD Charge Coupled Device Il» PAL Signal systeme Horizontal resolution 540 TV linese High 785

+ |sensitivity - 0.3 Ix at F1.2 (50 IRE, AGC ON)e Charge Coupled Device IRIS functione Backlight compensation

ISSCE473P l» 1/3 type Interline Transfer Charge Coupled Device with SuperExwaves PAL Signal systeme Horizontal resolution  [990
540 TV linese High sensitivity - 0.55 Ix at F1.2 (50 IRE, AGC ON, Turbo mode)s Charge Coupled Device IRIS functions

Backlight compensation

ISSCE478P [+ 1/3 type Interline Transfer Charge Coupled Device with SuperExwavee PAL Signal systeme Horizontal resolution  [990
540 TV lines® High sensitivity - 0.55 Ix at F1.2 (50 IRE, AGC ON, Turbo mode)e Charge Coupled Device IRIS functions

Backlight compensation

[SSCE433P [+ 1/3-type Super HAD Charge Coupled Device Il» PAL Signal systeme= Horizontal resolution 540 TV linese High 905

sensitivity - Color : 0.4 Ix at F1.2 (50 IRE, AGC ON)e Charge Coupled Device IRIS functione Backlight compensation

ISSCE438P [+ 1/3-type Super HAD Charge Coupled Device |l» PAL Signal systems Horizontal resolution 540 TV linese High 205

sensitivity - Color : 0.4 Ix at F1.2 (50 IRE, AGC ON)# Charge Coupled Device IRIS functions Backlight compensation

SSC-G713P [Analog Color Fixed Camera with 540 TV Lines 1280
[» Superb picture quality with accurate color reproduction * Noise reduction » Wider auto tracing white range
(ATW) = Back light compensation * Custom template » User presets, variable gamma curve, two setting modes, DC

servo lenses, AC 24 V/DC 12 v operation, internal Lock/Line lock, slow shutter, digital zoom

SSC-G718P IAnalog Color Fixed Camera with 540 TV Lines 1280
l» Superb Picture Quality With Accurate Color Reproduction = Noise Reduction = Wider Auto Tracing White Range

(ATW) = Back Light Compensation ® Custom Template

S5C-G723P Analog Color Fixed Camera with 650 TV Lines 1400
* Superb Picture Quality With Accurate Color Reproduction ® Noise Reduction * Wider Auto Tracing White Range
(ATW) = Back Light Compensation

|0 Custom Template

SSC-G728P Analog Color Fixed Camera with 650 TV Lines 1400
= Superb Picture Quality With Accurate Color Reproduction * Noise Reduction = Wider Auto Tracing White Range

(ATW)  Back Light Compensation » Custom Template
L
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SSC-G913P Analog Color Fixed Camera with 540 TV Lines 1450
. » Wide Dynamic Range With DynaViewEX Technology ¢ Noise reduction « Superb Picture Quality With Accurate

Color Reproduction » Optical Day/Night Function s Wider Auto Tracing White Range (ATW) » Back Light
ICompensaticm

SSC-G918P Analog Color Fixed Camera with 540 TV Lines 1450
= Wide Dynamic Range With DynaViewEX Technology * Noise reduction « Superb Picture Quality With Accurate
Color Reproduction = Optical Day/Night Function * Wider Auto Tracing White Range (ATW) = Back Light

[Compensation

S5C-G923P lAnalog Color Fixed Camera with 650 TV Lines 1620
[* Wide Dynamic Range With DynaViewEX Technology * Noise reduction  Superb Picture Quality With Accurate
Color Reproduction = Optical Day/Night Function ¢ Wider Auto Tracing White Range (ATW) + Back Light

[Compensation

SSC-G928P lAnalog Color Fixed Camera with 650 TV Lines 1620
[» Wide Dynamic Range With DynaViewEX Technology * Noise reduction » Superb Picture Quality With Accurate
Color Reproduction * Optical Day/Night Function * Wider Auto Tracing White Range (ATW) * Back Light

[Compensation
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*#Price subject to change without prior notice

For Box Camera :
*AC 24V/DC 12V operation for SSC-XXX 3
*AC 220V-240V operation for SSC-XXX 8
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Model image [Description
2750
s 1ch box type video network server with full function : Single channel video network server providing dual-stream
[SNT-EX101 PEG/H.264, MPEG-4/H.264, or MPEG-4/JPEG video at full 30/25 fps and up to D1 resolution. The SNT-
[EX101/EX101E also provides advanced features such as intelligent motion detection, compatibility with PTZ
cameras, and are compatible with many other manufactures. SNT-EX101: AC24V model SNT-EX101E: PoE model
lach box type video network server with full function : 4-channel video network server providing dual-stream JPEG/ [4175
SNT-EX104 - [H-264, MPEG-4/H.264, or MI?EG-/J/JPEG video at full 30/25 f.ps an.d up to D.l resolulloln. . .
The SNT-EX104 also provides advanced features such as intelligent motion detection, compatibility with PTZ
cameras, and are compatible with many other manufactures.
lach box type video network server with basic function : 4-channel video network server providing dual-stream 3850
SNT-EP104 S |IPEG/H.264, MPEG-4/H.264, or MPEG-4/JPEG video at full 30/25 fps and up to D1 resolution.
[The SNT-EX154 is a 4 channels Video Encoder Blade (Full function) for Video Encoder Rack Stations SNT-RS1U and {4000
[SNT-RS3U that is used to convert analog signals to IP. It is ideal for converting an analog-based monitoring system
SNT-EX154 [to an IP-based system.
5!' o Visibility enhancer advanced technology * XDNR (excellent dynamic noise reduction) ¢ Dynamic frame integration
- (DFI) » Three codecs - h.264, MPEG-4, and JPEG support = DEPA advanced - intelligent video and audio analytics =
[Voice aler
The SNT-EP154 is a 4 channel Video Encoder Blade (video function) for Video Encoder Rack Stations SNT-RS1U and [3450
SNT-EP154 ;l' ISNT-RS3U that is used to convert analog signals to IP. It is ideal for converting an analog-based monitoring system
: [to an IP-based system.
1U Rack Station up to 4 Blade Encoders (16 Channels) 2600
—
SNT-RS1U * Power Supply - 100 V AC to 240 V/ AC 50/60Hz
Db * Power Consumption - 0.7 A (100 V AC) to 0.3 A (240 V AC)
3U Rack Station up to 12 Blade Encoders (48 Channels) 6400
*100 V AC to 240 V AC 50/60Hz - Power Supply
ISNT-RS3U J|* Power Consumption - 2.2 A (100 V AC) to 0.9 A (240 V AC) with blades
- * Operation Temperature - 32°F to 113°F
* Dimensions (W x Hx D) - 17 3/8x 5 1/4x 18 1/4 inches

*Price subject to change without prior notice
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ISNC-RS44P CE [18x auto focus zoom indoor rapid dome camera

Rapid dome network camera for indoor use supporting H.264, MPEG-4 and JPEG compression formats.

«at

\With 18x auto focus zoom lens and enh d intelligent fi the SNC-RS44 allows the users to
view a wide range of mi critical itoring applicati

ISNC-RS46P CE 36x auto focus zoom indoor rapid dome camera 13000
Rapid dome network camera for indoor use supporting H.264, MPEG-4 and JPEG compression formats.
ICombination of 36x auto focus zoom lens and enhanced intelligent functions allows the users to view
distant object with details.

ISMC-RS84P 18x auto focus zoom outdoor rapid dome camera 15945

~,  |Rapid dome network camera for outdoor use supporting H.264, MPEG-4 and JPEG compression formats.
w \With 18x auto focus zoom lens and enhanced intelligent functions, the SNC-RS84 allows the users to

view a wide range of ion critical ing |

SNC-RS86P 36x auto focus zoom outdoor rapid dome camera 16875

¥
i
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Rapid dome network camera for outdoor use supporting H.264, MPEG-4 and JPEG compression formats.
[Combination of 36x auto focus zoom lens and ent i intelligent fi allows the users to view
distant object with details.

10x auto focus zoom HD Indoor rapid dome camera 17700
HD rapid dome network camera for indoor use supporting H.264, MPEG-4 and IPEG compression
[formats, that delivers excellent picture quality at HD resolution (1280 x 720, 30fps) in 16:9 aspect ratio.

ISNC-RH124 HD

SNC-RH164 HD 10x auto focus zoom HD Outdoor rapid dome camera 21000
HD rapid dome network camera for outdoor use supporting H.264, MPEG-4 and JPEG compression

[formats, that delivers excellent picture quality at HD resolution (1280 x 720, 30fps) in 16:9 aspect ratio.

ISNC-RX570P/B '+ 360 degree endless Pan/Tilt/Zoom (Speed Dome)# Auto-focus x 36 optical zoom lense Wide Dynamic  [10900
Range with Dynaview™ Technology® % type Super HAD Charge Coupled Devices JPG, MPEG4, H.264+ 25

[fps JPG/MPEGA4 « 8 fps H.264

ISNC-RX570P/W 360 degree endless Pan/Tilt/Zoom (Speed Dome)e Auto-focus x 36 aptical zoom lense Wide Dynamic  [10900
Range with Dynaview™ Technologye % type Super HAD Charge Coupled Devices JPG, MPEG4, H.264+ 25

Ifos 1PG/MPEGA « 8 fps H.264

[
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ISNC-RX550P/B * 360 degree endless Pan/Tilt/Zoom (Speed Dome)e Auto-focus x 26 optical zoom lense % type Super HAD[10040
Charge Coupled Devices JPG, MPEG4, H.264+ 25 fps JPG/MPEG4 Dual Streaminge 8 fps H.264 at Video
Graphics Array resolution

ISNC-RX550P/W * 360 degree endless Pan/Tilt/Zoom (Speed Dome)e Auto-focus x 26 optical zoom lense % type Super HAD|10040
[Charge Coupled Devices IPG, MPEG4, H.264¢ 25 fps JPG/MPEG4 Dual Streaminge 8 fps H.264 at Video

Graphics Array resolution

I
-

ISNC-RX530P/B » 360 degree endless Pan/Tilt/Zoom (Speed Dome)s Auto-focus x 18 optical zoom lense % type Super HAD|9110
Charge Coupled Devices JPG, MPEG4, H.264+ 25 fps JPG/MPEG4 Dual Streaminge 8 fps H.264 at Video

Graphics Array resolution

ISNC-RX530P/W » 360 degree endless Pan/Tilt/Zoom (Speed Dome)s Auto-focus x 18 optical zoom lense % type Super HAD|9100
Charge Coupled Devices IPG, MPEG4, H.264s 25 fps JPG/MPEG4 Dual Streaminge 8 fps H.264 at Video

Graphics Array resolution

SNC-RZ50P *» 340 degree panning capability and a tilt range of 90 degrees. Auto-focus x 26 optical zoom lens ¢ % [8010

®
j&= % type Super HAD Charge Coupled Devices JPG, MPEG4, H.264+ 25 fps JPG/MPEG4 Dual Streamings 8 fps
EP H.264 at Video Graphics Array resolution

SNC-CS50P = 1/3" type SuperExwave Charge Coupled Device for exceptional picture qualitys High sensitivity imager : [6160
0.4 Ix at F0.95(Color), 0.04 Ix F 0.95(B/W)e JPG, MPEG4, H.264+ 25 fps IPG/MPEG4 Dual Streamings 8 fps
* |H.264 at Video Graphics Array resolutione Intelligent Motion Detection

 IP Camera with Wide D Lense Wide Dynamic Range With DynaView Technologye JPG, MPEG4, H.264« 25[4300
Ifos JPG/MPEG4 at Video Graphics Array resolution, Dual Streaminge 8 fps H.264 * Intelligent
Motion Detection

ISNC-DF50P
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ISNC-DF80P * 1/3-type Charge Coupled Device with SuperExwave technology® Vandal and weather resistante JPG, 4550
MPEG4, H.264¢ 25 fps JPG/MPEG4 Dual Streaminge 8 fps H.264 at Video Graphics Array resolutionse
Intelligent Motion Detection

[SNC-DF85P * 1/3-type Charge Coupled Device with DynaView Technologys Vandal and weather resistants IPG, 4930

MPEG4, H.264¢ 30 fps JPG/MPEG4 Dual Streaminge 10 fps H.264 at Video Graphics Array resolutione
Intelligent Motion Detection

[SNC-RZ30P * All-In-One PTZ Network Camera Built-in Web Server - View and control using standard web browserse  [7425
1/6 type Interline Transfer Super HAD Charge Coupled Devices High sensitivity - Color: 2.5 Ix. (SOIRE, F1.6:
JAE mode, slow shutter off)e Built-in 25X optical auto-focus zoom lens (300x with digital zoom)e Analog
video output: 480 TV linese Bi-directional audio transmission, with external microphone input

SNC-CS10 * 1/4 type progressive scan Charge Coupled Devicee CS mount (No lens supplied)s JPG, MPEG4 +« |1670

N

* 1/4 type progressive scan Charge Coupled Devices Fixed focal lenss JPG, MPEG4s All-in-One Network  [1570
[Camerae Audio Moniteringe Adaptive Rate Control

SNC-P1 CE3

SNC-P5  CE3 * 1/4 type progressive scan Charge Coupled Device® Pan Focus 3x Optical zoom lenss JPG, MPEG4e All-in- [3040

(One Network Camerae Audio Monitoringe Adaptive Rate Control

i
e
&y
-
Q:- _ |Adaptive Rate Controle Motion Detection® Pre-/Post-Alarm Image Storage
')

*Price subject to change without prior notice
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Model Image [Description

__ * Hybrid recording (Analog/IP, SD/HD)* Open platform (Supports IP cameras of some other brands)e Easy setup and intuitive operation® Max.
’ 32 cameras supported (IP/Analog total)» Max. 16 analog cameras connection (with an optional NSBK-A16)e 1 TB Physical Storage Capacity

*Price subject to change without prior notice
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IMZ-NS1101 ST = Monitoring Software can be installed on your own Microsoft® Windows® server to monitor and control 1 network cameras.
IMZ-NS1104 A Lot ntelligent Monitoring Software can be installed on your own Microsoft® Windows® server to monitor and control 4 network cameras.

ntelligent Monitoring Software can be installed on your own Microsoft® Windows® server to monitor and control 16 network cameras.

*Price subject to change without prior notice
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[sRP (RM)
Model Image Description
NSR-RM1//T WW _~|* NSR-1000 series rack mount kit 1465
NSRE-5200 « 2TB HDD Storage Expansion Unit for the NSR-1000 series. 27000
NSBK-A16 * Analog Encoding Kit for the NSR-1200/1100 to be connected with analog cameras of ~ [4895
% up to 16 units. A special cable is supplied.
YT-ICB124 _|In ceiling mount for SNC-RS/RH series 500
=
YT-LD124C - @ IClear dome cover for SNC-RS/RH series 675
YT-LD124S ’5 Smoked dome cover for SNC-RS/RH series 675
SNCA-CW5 "Q lOutdoor antena cable kit 1520
RM-NS1000 o= Optional System Controller — for NSR-1000/IMZ-NS100 series 8350

* New Model

*Price subject to change without prior notice
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Model Image Description
UNI-INL7C2 # Indoor Housing - SNC-RX Series, SNC-RZ25 1330
* Indoor domee Optically correct polycarbonate lower domee Choice of clear or tinted lower domes
Pendant mount, 11/2” NPT quick connect coupling

UNI-INL7T2 m Indoor Housing - SNC-RX Series, SNC-RZ25 1330
e Indoor domee Optically correct polycarbonate lower domee Choice of clear or tinted lower domes
Pendant mount, 11/2” NPT quick connect coupling

UNI-INS7C1 . Indoor Housing - SNC-RZ50, SNC-RZ30 2400
« Indoor domee Optically correct polycarbonate lower domee Choice of clear or tinted lower domee
Pendant mount, 11/2” NPT quick connect coupling

UNI-INS7C3 J Indoor Housing - SNC-RX Series, SNC-RZ25 1330
* Indoor domee Optically correct polycarbonate lower domes Choice of clear or tinted lower domes
= Pendant mount, 11/2” NPT quick connect coupling

UNI-INS7T1 Indoor Housing - SNC-RZ50, SNC-RZ30 2400
* Indoor domee Optically correct polycarbonate lower domes Choice of clear or tinted lower domes

Pendant mount, 11/2” NPT quick connect coupling

UNI-INS7T3 Indoor Housing - SNC-RZ50, SNC-RZ30 1330
* Indoor domee Optically correct polycarbonate lower domee Choice of clear or tinted lower domee

Pendant mount, 11/2” NPT quick connect coupling

UNI-IRL7C2 + Indoor Vandal Resistant Housing - SNC-RX Series, SNC-RZ25 1990
* Indoor domee Strong cast aluminum top and trim ringe Rugged polycarbonate lower domes
Optically correct, clear or tinted lower domee Pendant mount, 11/2” NPT quick connect coupling

UNI-IRL7T2 I Indoor Vandal Resistant Housing - SNC-RX Series, SNC-RZ25 1990
* Indoor domes Strong cast aluminum top and trim ringe Rugged polycarbonate lower domes
Optically correct, clear or tinted lower domee Pendant mount, 11/2” NPT quick connect coupling

UNI-IRS7C3 ] Indoor Vandal Resistant Housing - SNC-RZ50, SNC-RZ30 2030
ﬁl * Indoor domee Strong cast aluminum top and trim ringe Rugged polycarbonate lower domee
- Optically correct, clear or tinted lower domes Pendant mount, 11/2” NPT quick connect coupling

UNI-IRS7T3 4 Indoor Vandal Resistant Housing - SNC-RZ50, SNC-RZ30 2030
* Indoor domee Strong cast aluminum top and trim ringe Rugged polycarbonate lower domes
Optically correct, clear or tinted lower domes Pendant mount, 11/2” NPT quick connect coupling

UNI-MDB2 Pendant Mount Mini Dome Bracket 760
* Gooseneck wall mount bracket includeds 1" NPTs Gooseneck wall mount installs directly to wall or
UNI-PMA1, UNI-CMA1, UNI-PBU1e Die-cast aluminum construction on Mini Dome adaptere Pendant
Mount Mini Dome Bracket for SNC-DF80

UNI-ONS7T1W . Outdoor Housing - SNC-RZ50 3900

« Qutdoor dome, UV protectede Thermostatically controlled heatere 24-hour fan operation for
effective heating and condensation protectiones Optically correct polycarbonate lower dome
Choice of clear or tinted lower domee Pendant mount, 11/2” NPT quick connect coupling

UNI-ONS7T1 - Outdoor Housing - SNC-RZ50, SNC-RZ30 2890
* Qutdoor dome, UV protecteds Thermostatically controlled heaters 24-hour fan operation for
effective heating and condensation protectione Optically correct polycarbonate lower dome * Choice
of clear or tinted lower domes Pendant mount, 11/2” NPT quick connect coupling

UNI-ONS7C1 . Outdoor Housing - SNC-RZ50, SNC-RZ30 2890
« Qutdoor dome, UV protecteds Thermostatically controlled heaters 24-hour fan operation for
effective heating and condensation protections Optically correct polycarbonate lower domes Choice
of clear or tinted lower domee Pendant mount, 11/2” NPT quick connect coupling

UNI-ONS7C1W * Outdoor Housing - SNC-RZ50 3900
* Outdoor dome, UV protecteds Thermostatically controlled heatere 24-hour fan operation for
effective heating and condensation protectione Optically correct polycarbonate lower domes Choice
of clear or tinted lower domee Pendant mount, 11/2” NPT quick connect coupling

UNI-ONL7T2 t Outdoor Housing - SNC-RX Series, SNC-RZ25 2500
* Outdoor dome, UV protecteds Thermostatically controlled heatere 24-hour fan operation for
effective heating and condensation protectione Optically correct polycarbonate lower domes Choice
of clear or tinted lower domee Pendant mount, 11/2” NPT quick connect coupling

UNI-ONL7T2W s Outdoor Housing - SNC-RX Series, SNC-RZ25 3480
« Qutdoor dome, UV protectede Thermostatically controlled heaters 24-hour fan operation for
effective heating and condensation protections Optically correct polycarbonate lower domes Choice
of clear or tinted lower domee Pendant mount, 11/2” NPT quick connect coupling

UNI-ONL7C2W Outdoor Housing - SNC-RX Series, SNC-RZ25 3480
* Qutdoor dome, UV protecteds Thermostatically controlled heaters 24-hour fan operation for
effective heating and condensation protections Optically correct polycarbonate lower domes Choice
of clear or tinted lower domee Pendant mount, 11/2” NPT quick connect coupling
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UNI-ONL7C2 Outdoor Housing - SNC-RX Series, SNC-RZ25 2230
* Outdoor dome, UV protecteds Thermostatically controlled heatere 24-hour fan operation for
effective heating and condensation protectione Optically correct polycarbonate lower dome
# Choice of clear or tinted lower dome
* Pendant mount, 11/2” NPT quick connect coupling
UNI-OPL7C2 Outdoor Pressurized Housing - SNC-RX Series, SNC-RZ25 5540
B e Pressurized outdoor dome, UV protectede Eliminates condensation, bugs and other debrise Great
corrosion protection, perfect for coast lines, and other extreme environmental conditionss 5-7 psi
=== |nressure relief valvee Thermostatically controlled heaterse 24-hour fan operation for effective heating
and condensation protection
UNI-OPL7T2 Outdoor Pressurized Housing - SNC-RX Series, SNC-RZ25 5540
-y * Pressurized outdoor dome, UV protectede Eliminates condensation, bugs and other debrise Great
corrosion protection, perfect for coast lines, and other extreme environmental conditionss 5-7 psi
‘v’ pressure relief valves Thermostatically controlled heaterse 24-hour fan operation for effective heating
and condensation protection
UNI-OPS7C1 Outdoor Pressurized Housing - SNC-RZ50, SNC-RZ30 5780
n * Pressurized outdoor dome, UV protectede Eliminates condensation, bugs and other debrise Great
corrosion protection, perfect for coast lines, and other extreme environmental conditionse 5-7 psi
e |pressure relief valvee Thermostatically controlled heaterse 24-hour fan operation for effective heating
and condensation protection
UNI-OPS7T1 Outdoor Pressurized Housing - SNC-RZ50, SNC-RZ30 5780
-y * Pressurized outdoor dome, UV protectede Eliminates condensation, bugs and other debrise Great
corrosion protection, perfect for coast lines, and other extreme environmental conditionse 5-7 psi
v pressure relief valves Thermostatically controlled heaterse 24-hour fan operation for effective heating
and condensation protection
UNI-ORL7C2 = Outdoor Vandal Resistant Housing - SNC-RX Series, SNC-RZ25 3160
— * Qutdoor dome, UV protecteds Strong cast aluminum top and trim rings Rugged polycarbonate
- lower domee Thermostatically controlled heaterse 24-hour fan operation for effective heating and
T condensation protectione Optically correct, clear or tinted lower dome
UNI-ORL7C2W Outdoor Vandal Resistant Housing - SNC-RX Series, SNC-RZ25 4180
- * Qutdoor dome, UV protectede Strong cast aluminum top and trim ring® Rugged polycarbonate
I lower domee Thermostatically controlled heaters
1 |*24-hour fan operation for effective heating and condensation protections Optically correct, clear or
tinted lower dome
UNI-ORL7T2 Outdoor Vandal Resistant Housing - SNC-RX Series, SNC-RZ25 3160
« Qutdoor dome, UV protecteds Strong cast aluminum top and trim ringe Rugged polycarbonate
lower domes Thermostatically controlled heaterss 24-hour fan operation for effective heating and
@ |condensation protections Optically correct, clear or tinted lower dome
UNI-ORL7T2W Outdoor Vandal Resistant Housing - SNC-RX Series, SNC-RZ25 4180
* Qutdoor dome, UV protecteds Strong cast aluminum top and trim ringe Rugged polycarbonate
lower domes Thermostatically controlled heaterss 24-hour fan operation for effective heating and
< condensation protections Optically correct, clear or tinted lower dome
UNI-ORS7C1 Outdoor Vandal Resistant Housing - SNC-RZ50, SNC-RZ30 3510
oz « Qutdoor dome, UV protectede Strong cast aluminum top and trim rings Rugged polycarbonate
~_ |lower domee Thermostatically controlled heaterse 24-hour fan operation for effective heating and
L= condensation protections Optically correct, clear or tinted lower dome
UNI-ORS7C1W Outdoor Vandal Resistant Housing - SNC-RZ50 4530
3 « OQutdoor dome, UV protecteds Strong cast aluminum top and trim ringe Rugged polycarbonate
lower domee Thermostatically controlled heaterss 24-hour fan operation for effective heating and
~ |condensation protection
 Optically correct, clear or tinted lower dome
UNI-ORS7T1 o Outdoor Vandal Resistant Housing - SNC-RZ50, SNC-RZ30 3510
i * Qutdoor dome, UV protecteds Strong cast aluminum top and trim rings Rugged polycarbonate
J lower domee Thermostatically controlled heaterss 24-hour fan operation for effective heating and
v condensation protectione Optically correct, clear or tinted lower dome
UNI-ORS7T1W Outdoor Vandal Resistant Housing - SNC-RZ50 4530
ad « Qutdoor dome, UV protecteds Strong cast aluminum top and trim ringe Rugged polycarbonate
lower domee Thermostatically controlled heaterse 24-hour fan operation for effective heating and
U)- condensation protectione Optically correct, clear or tinted lower dome
UNI-PBU1 Power Block Unit 1540
. * 220V/110Vac input, 84va capacity* Rugged outdoor NEMA boxe 24Vac output for camera, heater
IE and blowere Fused protected outpute Hinged door for easy accesse UNI-WMB1, UNI-MB2 mounts
! directly to hinged door
UNI-PMA1 240
e Aluminum existing pole mount adapter, white finish (Used with UNI-WMB1, and UNI-MDB2)
UNI-RMB1 1950
e Aluminum parapet mount, white finish
UNI-WMB1 510

* Aluminum gooseneck wall mount, white finish
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YT-HU75

¢ Heater unit for SNC-DF80
‘ « Support SNC-DF80

[YTICB45

340

¢ In-ceiling Mount Bracket for SNC-DM160, SNC-DM110, SNC-DS60, SNC-DS10, SNC-DF80, SNC-DF50,
=4 |SSC-CD77, S5C-CD75, SSC-CDAS, SSC-CDA5

SNC-UNI

200

= | Indoor Fixed Camera Housing -SNC-CS50, SNC-CS11, SNC-CS10, SNC-Z20
= ¢ Extruded aluminum housinge Tamper resistant camera housing lock down screws provided
, _|* High strength steel wall mount bracket included

770

SNC-UNIHB/1 _ | Outdoor Fixed Camera Housing - SNC-CS50, SNC-C511, SNC-C510, SNC-Z20

ﬁ * Extruded aluminum housinge® Tamper resistant camera housing lock down screws provided® High
-
"~ |strength steel wall mount bracket includeds Outdoor models include AC 24V heater and blower

1140

*Price subject to change without prior notice

Example: UNI-ONL7C2

________ for clear
for tinted |

N fornormal type ! i 1 for DC 12V

i R for vandal resistant ===~ G bt o 1 2 for AC24V

i P for pressurized H : 3 for no interface
fammremsemn e 4 H wiring or electronics:

Outdoor (with heater / blower), normal type, for RZ25 or RX550, 7" diameter, clear dome, AC24V feed




